
3.411
4.575

ACTIVE 
TOUCH  SCREEN

AREA

T1                                       T2                 T3                       T4             T5                                T6                T7
COLLECTOR OUT     STORAGE LOW     STORAGE HIGH     HX WATER IN     HX WATER OUT     HX GLYCOL OUT     HX GLYCOL IN

SOLAR ΔT WATER ΔT GLYCOL ΔT

Override Active:
   >Relay 1
   >Relay 2
   >Relay 3
Units:
English or Metric

Total
CURRENT RATE:
TOTAL ENERGY:

CO2 CO2 OFFSET:

PRESSURE (% OF MAX)  PRESSURE XXX PSI SOLAR SIDE

SOLAR PUMP %   FLOW RATE XXX GPM SOLAR SIDE
WATER PUMP %

Figure 1.6-1: Display Navigation

Flow

Pressure

Energy

Settings

Temperature

T1 T2 T3 T4 T5 T6 T7

0 0 F 999 9 F
DELTA T COLLECTOR OUT

T1 - Avg(T2,T3)

AUTO HCOM

31 Aug 2017 02:26:55

0

-100

-200

-300

-400

-500

-600

-700

-800

-900

NAVIGATION BUTTONS
RED = button is active

ADDITIONAL INFO

MAIN INFO

OVERRIDE / AUTO

SYSTEM TIME & DATE

SENSOR BUTTONS

READING HISTORY

Flow

Pressure

Energy

Settings

Temperature

Override Operation Network Time
ON DIFF. : 
OFF DIFF. :
% GLYCOL:
HL  ACTIVE:
        >HIGH LIMIT: XXX
VACATION MODE:
        >SET TEMP: XXX

SSID:
PASSPHRASE:
CONTROL IP:
SUBNET:
GATEWAY:

Set Date:
Set Time:

Figure 1.6-2: Display Menu Map

1.6.1. HCOM 5.6” LCD and Touch Screen

The HCOM Touchscreen comes optional with an 18-bit color, 640 x 480 WVGA display with touchscreen and white LED 
backlight. Data, menus and settings are easily accessible with the touch of the screen. Graphs display the accumulated history 
of each sensor, as well as the energy performance of the unit, including CO2 offset.

The display unit is mounted to the HCOM with a swivel arm, for easy viewing in any direction. Dismount the display from the
HCOM frame and in can be placed nearby - as far as the 8’ cable assembly will allow.

1.6. Touch Screen



1.6.2 Touch Screen

Figure 1.6.2-1: Display Dimensions
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Figure 1.6.2: Display Dimensions


